
Consult pages 40 and 41 for Pressure/Temperature ratings and soft seat materials.
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The FBC™ is a compact, lightweight, insert wafer check valve that easily installs between two flanges. 

FBC™

 - Soft seat

 
 installed valve

FEATURES:

O.D. C

 

30 www.dft-valves.com dft@dft-valves.com



W
A

FER
 VA

LVES

Class 150/300 150

1”

A 0.87
B 0.25
C 1.03

O.D. 2.00
Weight 0.2

Cv 5.8
CP 0.60

1 1/2”

A 1.10
B 0.25
C 1.56

O.D. 2.88
Weight 0.6

Cv 13.2
CP 0.45

2”

A 1.22
B 0.25
C 1.94

O.D. 3.62
Weight 0.9

Cv 23.1
CP 0.38

2 1/2”

A 1.31
B 0.25
C 2.40

O.D. 4.12
Weight 1.2

Cv 36
CP 0.2

3”

A 1.47
B 0.31
C 2.97

O.D. 5.00
Weight 2.2

Cv 57.4
CP 0.14

4”

A 2.11
B 0.38
C 3.70

O.D. 6.19
Weight 5.2

Cv 90
CP 0.15

MATERIALS OF CONSTRUCTION
COMPONENT

Seat A479 316

Disc
1” to 3” 316 SS

4” 17-7 SS

Guard 316 SS

Spring 316 SS

Retaining Ring 316 SS

Notes:

FBC™

PRESSURE TEMPERATURE RATING — 316 SS (PSIG) (1)
ASME/ANSI CLASS

Temp. (F°) 150 300

100 275 720

200 235 620

250 (2) 225 590

300 (3) 215 560

400 (4) 195 515

470 180 495

31Toll-Free:   800-206-4013 Fax:   610-524-9242Tel:   610-363-8903


